GENERAL CONSTRUCTION NOTES

OVERALL:

APPROPRIATE UTILITY COMPANIES SHALL BE NOTIFIED AT LEAST 48 HOURS PRIOR TO
BREAKING GROUND FOR THE PURPOSE OF VERIFYING BY FIELD INSPECTION, THE EXACT
LOCATION OF UNDERGROUND UTILITIES.

THE CONTRACTOR SHALL EXERCISE DUE CARE DURING CONSTRUCTION SO AS NOT T0
DESTROY ANY TREES, PLANTS, SHRUBS OR STRUCTURES OUTSIDE OF THE INDICATED
WORK LIMITS AND THOSE NOT SPECIFICALLY MARKED FOR REMOVAL OR RELOCATION
WITHIN THE WORK LIMITS.

ALL MATERIALS AND CONSTRUCTION PROCEDURES SHALL BE IN ACCORDANCE WITH
"CONSTRUCTION AND MATERIAL SPECIFICATIONS OF THE STATE OF OHIO DEPARTMENT OF
TRANSPORTATION” & CITY OF LOVELAND.

UNLESS OTHERWISE NOTED ALL CONSTRUCTION DETAILS SHALL CONFORM WITH THE
"STANDARD CONSTRUCTION DRAWINGS OF THE STATE OF OHIO DEPARTMENT OF
TRANSPORTATION” & CITY OF LOVELAND.

THE ENGINEER/SURVEYOR DOES NOT ASSUME ANY LIABILITY FOR THE LOCATION OF
UTILITIES, INCLUDING INDMIDUAL SERVICE LINES. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR EXACTLY LOCATING AND PROTECTING ALL UTILITIES, BOTH ABOVE AND
BELOW GROUND, THAT EXIST IN THE WORK AREA AND WHICH MAY COME IN CONFLICT
WITH HIS OPERATIONS. ANY DAMAGE TO UTILITIES WHICH HAVE BEEN ACCURATELY
LOCATED, WHICH IS CAUSED BY THE CONTRACTOR'S OPERATIONS, SHALL BE REPAIRED
AT THE CONTRACTOR'S EXPENSE. ASSISTANCE IN LOCATING UNDERGROUND UTILITIES CAN
BE OBTAINED BY CONTACTING THE UTILITY COMPANIES AT THE LOCATIONS LISTED ON
THIS PAGE.

THE CONTRACTOR SHALL OBTAIN OR VERIFY THAT ALL PERMITS ARE OBTAINED.
THE CONTRACTOR SHALL VERIFY EXISTING SITE INFORMATION AND REQUIRED EARTHWORK.

A GEOTECHNICAL INSPECTION IS RECOMMENDED AND ALL RECOMMENDATIONS IN THE
GEOTECHNICAL REPORT SHALL BE FOLLOWED.

ALL PROPOSED SPOT ELEVATIONS ARE TO FINISHED GRADE.
PARKING PROVIDED = 57 SPACES.

TYPICAL PARKING SPACES ARE 9' WIDE AND 20° LONG, UNLESS OTHERWISE NOTED.

UTILITY SPECIFICATION:

ALL STORM SEWER TO BE PRIVATE, MAINTAINED BY THE OWNER AND BE CORRUGATED
POLYETHYLENE SMOOTH LINED PIPE, CONFORMING TO 0DOT ITEM 707.33 OR PVC
CORRUGATED SMOOTH INTERIOR PIPE, CONFORMING TO ODOT ITEM 707.42 AND
INSTALLED PER ODOT ITEM 603.

RCP INDICATES ITEM 601, ROCK CHANNEL PROTECTION. THE DIMENSIONS ON THE PLANS
INDICATE WIDTH, LENGTH AND DEPTH OF THE ROCK CHANNEL PROTECTION. PLANS ALSO

INDICATE THE TYPE (SIZE) OF ROCK PER ODOT ITEM 601.07.

STEPS SHALL BE REQUIRED IN ALL CATCH BASINS WHERE THE DEPTH EXCEEDS FOUR

(4) FEET AND SHALL MEET THE REQUIREMENTS OF THE STATE OF OHIO STANDARD
CONSTRUCTION DRAWING MH-1.

ALL CATCH BASINS 2-3 OR LARGER IN PAVED AREAS TO HAVE 8" HEAVY DUTY TOP
SLABS.

ALL DOWNSPOUTS ARE TO TIE IN TO THE STORM SEWER SYSTEM.

DOMESTIC AND IRRIGATION WATER SERVICE TO BE TYPE ‘K" COPPER. FIRE LINE TO BE
DUCTILE IRON CLASS 53 (0.0.0.T. ITEM 748.01) OR PVC AWWA €900, (0DOT ITEM
748.02) UNLESS OTHERWISE NOTED. FIRE HYDRANTS TO BE ‘MUELLER” OR "KENNEDY”
OR APPROVED EQUAL.

PROPERLY SIZED THRUST BLOCKS SHALL BE PROVIDED FOR FIRE LINE AT EVERY
CHANGE IN DIRECTION SUCH THAT IS PROVIDES ADEQUATE RESISTANCE TO MAINTAIN THE
INTEGRITY OF THE JOINTS. SEE DETAILS ON PLANS FOR BLOCKING DETAILS.

ALL SANITARY SEWER PIPE SHALL BE P.V.C., SDR 35, ASTM D-3034.
UTILITY TRENCH BACKFILL SHALL BE PER THE DETAILS SHOWN ON THE PLANS.

EROSION CONTROL:
ALL EROSION CONTROL MEASURES MUST BE IN PLACE PRIOR TO ANY STRIPPING OF
VEGETATION OR EXCAVATION.

EROSION CONTROL WILL BE ACCOMPLISHED BY STRATEGICALLY PLACING ROCK CHECK

DAMS, MULCH, BERMS AND/OR SILT FENCES IN SWALES AND RUNOFF AREAS, SUCH
ITEMS TO BE REPLACED AND EXPANDED AS NECESSARY TO AFFORD NECESSARY
CONTROL.

SILT FENCES USED FOR EROSION AND SEDIMENT CONTROL ARE TO BE ENTRENCHED AT
LEAST 67 INCHES BELOW GRADE, AND FOLDED ACCORDING TO THE DETAIL AS SHOWN.

ALL EROSION CONTROLS MUST BE MAINTAINED DURING CONSTRUCTION BY REMOVING
COMPACTED SILT AND SEDIMENT, AND REDISTRIBUTING IT AS IS APPROPRIATE. SEEDING
AND MULCHING SHALL BE APPLIED IN ACCORDANCE WITH ODOT ITEM 659 TO ALL
DISTURBED AREAS WITHIN 7 DAYS IF THE AREA IS AT FINAL GRADE OR IS TO REMAIN
DORMANT FOR MORE THAN 45 DAYS.

ALL CATCH BASINS SHALL HAVE SEDIMENT INLET PROTECTION METHODS INSTALLED
DURING CONSTRUCTION, USING THE DETAILS SHOWN ON THE PLAN.

THE BOTTOM OF THE DETENTION BASIN SHALL BE BROUGHT BACK TO ORIGINAL GRADE
AFTER CONSTRUCTION BY REMOVING ALL DEPOSITED SEDIMENT BEFORE THE BASIN IN
SEEDED AND MULCHED.

DETENTION BASIN AND FILL AREAS GRASS SEED MIXTURE:
¥ # RED FESCUE PER 1,000 SQUARE FEET
X # BLUEGRASS PER 1,000 SQUARE FEET
K4 # DOMESTIC RYEGRASS PER 1,000 SQUARE FEET
2# PERENNIAL RYE PER 1,000 PER SQUARE FEET

FERTILIZE WITH 12§ OF 10-10-10 PER 1,000 SQUARE FEET
MULCH WITH 3 BALES OF STRAW PER 1,000 SQUARE FEET

AN ASPHALT MULCH TIE DOWN AT THE RATE OF 5 GALLONS PER 1,000 SQUARE FEET
SHALL BE USED.

AN ALTERNATIVE TO ASPHALT MULCH WOULD BE TO INSTALL PLASTIC NETTING IN THE
DETENTION ~ BASIN AREAS.

This drawing and the design concepts represented, as
instruments of service, are the sole properly of
Abercrombie & Associates Inc., and may not be used,
reproduced, or copied for any purpose without prior
written authorization of Abercrombie & Associates, Inc.
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